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4K HDR at its best!

We work for Excellence
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Introducing
SIM2 4K UHD HDR Portfolio
Enjoy the clarity and realism of

for use with large Theaters and

SIM2’s single-chip 4K DLP®-

Entertainment installations.

based projectors. Featuring

Key Features
• 4 models available

Texas Instruments’ DLP® 4K

SIM2 NERO 4S UHD HDR:

• High Definition Optics

UHD chipset, SIM2 4K UHD

Designed for use with medium

• New, high-efficiency optical path

HDR product range features four

/ large Home Theater and

• DLP technology for a true “Hollywood”

products and delivers exceptional

Entertainment installations.

4K images, high brightness and

lifetime picture quality experience
• 1-chip 0.67” DMD, 4K UHD Image resolution

an accurate, vibrant color palette.

SIM2 CRYSTAL 4 UHD HDR:

• HDR features

The SIM2 4K UHD HDR projectors

Designed for use with mid-size

• High Brightness

feature a typically stylish ‘made-

Home Theater and media rooms.

• Power zoom

in-Italy’ design enriched by a

• Live Colors Calibration 4 Software

luxurious crystal finish by designer

SIM2 DOMINO 4 UHD HDR:

Giorgio Revoldini.

Shares the same software
platform and some of the features

SIM2 Dual NERO 4S UHD HDR:

of the CRYSTAL 4, but with a

Dual projection system for an

simplified platform. Designed for

amazing mix of power flexibility

use with mid-size Home Theater

and redundancy, coupled with

and media rooms.

top-notch performance. Designed

SIM2 4K COLLECTION

4K resolution and extreme flexibility
SIM2 has consistently set new

The flexibility of these projectors

SIM2 NERO 4S UHD HDR models

standards of performance and

are truly unique. The SIM2 NERO

only: The SIM2 NERO 4S UHD

design in projection, allied with

4S UHD HDR models feature a

HDR (single projector) is equipped

unprecedented innovation. The

super power 2x zoom lens and an

with SIM2’s Perfect Fit function.

all-new SIM2 4K UHD HDR

extra wide lens shift that make

Zoom and focus positioning can

product range is no exception.

it perfect for almost all large

be, in fact, stored for different

The SIM2 4K UHD HDR projectors

theater applications. While the

picture formats, from standard 16:9

deliver class-leading picture

SIM2 CRYSTAL 4 UHD HDR and

to 2.40:1 aspect ratio (Letterbox

quality through the partnership

DOMINO 4 UHD HDR feature a

or Anamorphic). Once set up,

of the latest, most-performing

1.5x zoom lens for an easy, simple

the Lens Memory is recalled at

4K 0.67” UHD DLP® chipset

and effortless setup in most mid-

the touch of a button; the image

from Texas Instruments, high-

size rooms and applications. To

is automatically adjusted to fit

precision and resolution optics

aid calibration, the SIM2 NERO

the screen format preference

and SIM2’s advanced video

4S UHD HDR models and SIM2

without the aid of an external

processing technology, for a lucid

CRYSTAL 4 UHD HDR feature

anamorphic lens. Also, the SIM2

and colorful viewing experience.

SIM2’s advanced Live Colors

NERO 4S UHD HDR models are

DLP® from Texas Instruments is

Calibration 4.0 software that

equipped with autofocus tracking

Hollywood’s choice of technology

allows professional calibration

for an always perfect focus in any

for movie theaters and conveys

of all projection parameters such

specific installation condition, as

extraordinary image quality

as complete adjustment of the

well as a remote Info function that

that brings out the smallest

primary, secondary and white

provides continuous information

details - even during high-speed

point color coordinates. Live

on all internal functions.

sequences – with assured, long-

Colors Calibration allows accurate

lasting performance.

adjustment of the color volume.
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HDR: different processing for different screens
SIM2 4K UHD HDR projectors are

unbeatable image quality. By

Transfer Function) SMPTE ST2084

not only HDR-capable (accepting

means of its high peak luminance,

behavior, with which HDR video

an HDR-encoded signal via HDMI

inky blacks, and vibrant color

content is packaged, preset for

2.0a, HDCP 2.2) but present a

gamut, SIM2 4K UHD HDR models

4 different types of installation,

full set of features dedicated

provide images where every scene

for a correct playback of HDR

to HDR picture display. It offers

is replicated with extreme realism,

video materials and simplified

automatic metadata recognition.

just as the human visual system

installation.

The metadata describe the

would perceive it in the real world.
ABOUT HDR TECHNOLOGY

characteristics of the image being
displayed (peak luminance, color

SIM2 NERO 4S UHD HDR

In the real world, the intensity of

gamut, etc.) and the projector

models only: The SIM2 NERO

natural light can span up to 14

detects them and automatically

4S UHD HDR models also have

orders of magnitude from night to

enables its HDR mode.

an advanced calibration mode

direct sunlight. The ratio between

The SIM2 4K UHD HDR models

with 4 presets to automatically fit

max. and min. luminance is called

has been designed for this

different screen sizes, as well as

dynamic range. The human eye

behavior to be as faithful as

the function to adjusts the image

can instantaneously perceive

possible to the ideal behavior it

data through a process called

up to 5 orders of magnitude of

needs to have. In addition, 4K

tone mapping, for softening the

luminance without adaptation.

UHD resolution, 8/10/12 color

clipping of high lights. In HDR

HDR (High Dynamic Range) is

bit depth processing and YCC

mode, the SIM2 NERO 4S UHD

the ability to render a large range

4:2:0, 4:2:2, and 4:4:4 color coding,

HDR models have 4 presets that

of luminance in a display, from

combined with HDR technology,

allow customers to obtain the

extremely dark to extremely bright

allow the projectors to deliver

standard EOTF (Electro Optical

luminance values.
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SIM2 NERO 4S UHD HDR models only

High Precision TELECENTRIC OPTICAL PATH
In order to obtain the best

focus and zoom adjustments,

object moving towards or far from

projected image accuracy, a

plus optical lens shift to adjust the

the lens appears to be always the

delicate balance is required

position of the image up to

same. Telecentric lenses are used

between the light engine, the

+/- 75% vertically and up to

widely for industrial application

DLP® chipset and the video

+/- 30% horizontally.

where precise measurements are

processing electronics. Building

The 2x zoom lens provides easy,

required. The main advantage

on its heritage of high-end light

simple, effortless, and accurate

of a telecentric system is its

engine design, SIM2 has invested

setup in most size rooms and

independence from the position

heavily in the development of a

applications; for instance, for a

of the object or of the image. The

high-precision telecentric optical

140-inch diagonal screen size, the

telecentricity guarantees that

system. The SIM2 NERO 4S

projector can be installed from

there is no magnification change

UHD HDR models’ pure-glass

between 4.2 to 8.3 meters (from

during refocusing. A further

lens provides an unprecedented

13.7” to 27.3”) from the screen.

advantage of telecentric lenses
is their low distortion. The rays

resolution of 93 line pairs
per millimeter to guarantee

Why a Telecentric Optical System?

cross the telecentric lens elements

exceptional on-screen clarity.

In a telecentric optical system the

forming small AOI ( Angle of

Special coatings have been

chief ray is parallel to the optical

Incident)and this guarantees

applied to the optical components

axis. The optical system can be

good performance in terms of

to further enhance image and

telecentric in the object space,

color separation and glare.

color performance. Installation

in the image space or in both of

aids include wide ratio zoom lens

them. The telecentric system has

(2x zoom) and fully motorized

no perspective error. The size of an
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SUSTAINABLE MATERIALS and timeless elegance
For its SIM2 4K UHD HDR

Its structure does not deteriorate

projectors, SIM2 has chosen

through the recycling process.

a cabinet made either entirely

Crystal-glass is also resistant to

or mostly of crystal-glass. This

light and high/low temperatures,

material is perfect for adding a

hence looking always brand new

special and unique touch to suit

even after years of use. And,

any taste or room style - whether

from a purely aesthetic point

traditional, contemporary, or

of view, crystal-glass is simply

somewhere in between - making

stunning. We are all drawn to it. It

it a classic, timeless piece of art, a

is synonymous with quality.

true keepsake.

Its colors, textures and high-end

Indeed, SIM2 4K UHD HDR

appearance command attention

models feature a typically

and make it the focal point of any

stylish ‘made-in-Italy’ design:

home style and decor.

a distinctive, contemporary

Each SIM2 4K UHD HDR projector

cabinet enriched by a luxurious

is a unique masterpiece that

crystal finish by designer Giorgio

celebrates the possibilities of

Revoldini.

design.

Crystal-glass is a pure and
sustainable material capable of
being recycled indefinitely.

Technical Specifications: SIM2 4K UHD HDR platforms

Feature
DLP® Type and image resolution:

Dynamic Range:
Light Source and brightness(1):

DUAL NERO 4S UHD HDR

NERO 4S UHD HDR

Dual projection system: 2x custom-tuned projectors
1-chip DMD 0.67” UHD
4K UHD (3840x2160 pixels): 8.3M pixels

1-chip DMD 0.67” UHD
4K UHD (3840x2160 pixels): 8.3M pixels

HDR compliant with dedicated Display Modes and 4 presets to cover different screen sizes
2x 450W lamp (dimmable)
> 10.000 Ansi Lumens

Adjustable iris
SIM2 Perfect Fit and autofocus tracking
Remote Info function
Live Colors Calibration 2
Lens - Resolution:
Lens Throw ratio (+/-5%):
Zoom & Focus:
Optical Shift:
INPUTS/OUTPUTS (Single projector):

Horizontal & Vertical scan freq.
UHD
Mains voltage range
Single Projector weight:
Single Projector dimensions (WxHxD):

450W lamp (dimmable)
up to 6.000 Ansi Lumens
l

10 apertures memorized

Autofocus tracking only

l
SIM2 Customer Care 4
l

Super high definition pure-glass lens with telecentric optics - 93 lines pairs per millimeter
1.36-2.68:1
Motorized with position memory encoders
+/-75% Vertical, +/- 30% Horizontal
2x HDMI (v.1.4a - HDCP 1.4) - 1x HDMI (v.2.0a - HDCP 2.2) - 1x HDMI audio/video out (v.1.4a - HDCP 1.4) - 1x
Display Port 1.2 - 1x VGA / 3x YCrCb Component - 1x USB (A type - FW UpGrade) - 1x RJ45 - 1 x RS232 (D-sub
9 pin) - 2x IR receivers - 1x wired IR receiver - 2x 12V 200 mA output
15-91 KHz/24-120 Hz
@ 24/25/30/50/60/70/72/75 Hz
100-240 +/-10% (50/60 Hz)
32 Kg. / 70.5 lbs
528 x 215 x 582 mm (20.8” x 8.5” x 22.9”)

Feature
DLP® Type and image resolution:

CRYSTAL 4 UHD HDR

1-chip DMD 0.67” UHD - 4K UHD (3840x2160 pixels): 8.3M pixels

Dynamic Range:
Light Source and brightness(1):

DOMINO 4 UHD HDR

HDR compliant with dedicated EOTF
300W lamp (dimmable)
up to 2,200 Ansi Lumens

280W lamp (dimmable)
up to 1,900 Ansi Lumens

Color wheel

6 segments (RGBRGB)

Lens:

High definition pure-glass lens optics

Lens Throw ratio (+/-5%):

1.4-2.0:1

Zoom & Focus:

1.5x zoom - manual

Projection angle:

12 degrees

Optical Shift:
INPUTS/OUTPUTS:

+/-15% Vertical
2x HDMI (v.2.0a - HDCP 2.2) - 1x HDMI-MHL (v.2.0a - HDCP 2.2) - 1x USB (A type - power) - 1x mini USB (B type
for FW upgrade - 1 x RS232 (D-sub 9 pin) - 2x IR receivers - 1x wired IR receiver - 1x Audio IN (mini-jack) - 1x
Audio OUT (mini-jack)

Vertical scan freq.

24-30 Hz/47-120 Hz

UHD

@ 24/25/30/50/60 Hz

Mains voltage range
Projector weight:
Projector dimensions (WxHxD):

100-240 +/-10% (50/60 Hz)
17 Kg. / 37.5 lbs

15.5 Kg. / 34.2 lbs

450 x 181 x 420 mm (17.7” x 7.1” x 16.5”)

450 x 181 x 350 mm (17.7” x 7.1” x 13.8”)

(1)
This is the typical projector brightness specification found in most sales literature. This measurement allows for direct comparison with other manufacturer’s projectors. Measurements are
taken in a totally dark test room with brand new lamp at full power, lamp’s native white color temperature, internal test pattern (full white) and in compliance with ANSI IT7.228-1997 specification.
SIM2 4K UHD HDR platforms. Vers. 3 - Due to constant product development, specifications are subject to change without notice.

SIM2 NERO 4S UHD HDR models

SIM2 CRYSTAL 4 UHD HDR

SIM2 DOMINO 4 UHD HDR

SIM2 Complete Product Portfolio
Pure HDR Experience

Classic
Super High End HT

SIM2 4K UHD HDR

SIM2 Invisible Large
Displays

Classic High End HT

High Brightness

SIM2 HDR Dual System

AR

SIM2 Dual NERO 4S
UHD HDR

SIM2xTV

NERO 3 PLUS

SIRIO 2

SUPERLUMIS PRO

SIM2 NERO 4S
UHD HDR

SIM2xTV INV

NERO 3 PLUS

SIM2 CRYTAL 4
UHD HDR

Q&EC AND Q&EC-C

M. REFERENCE

SIM2 DOMINO 4
UHD HDR

SIM2 BV
INTERNATIONAL s.r.l.
Via Udine, 59
33061 Rivignano (UD) - Italy
Tel. +39 0434 383 292
info@sim2.it
www.sim2.com

SIM2 USA Inc.
10216 NW 47th Street
Sunrise FL 33351 – U.S.A.
Ph 9544422999
Fax 954.4422998
www.sim2usa.com

SUPERCUBE

SIM2 BRIONVEGA Co. Ltd.
Room 302-303, No. 244
Liaoning Road
200080, Shanghai, P.R.C.
Tel/Fax: 86-21-62881991 /
+86 15921452996
InfoCHINA@sim2.com
www.sim2.com
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